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Good grip

– Protocol : ISO-18000-6C/EPC Class1 Gen2
– RF Output : +30dBm 
  (Max 1Watt, can be controlled by 3dB units)
– Dimensions : 260 (W) X 110 (D) X 40 (H) mm

BT 2.0 Fast inventory

SPECIFICATION
Impinj R2000 chipset
Linear Yagi
UHF 900MHz, Supported Region:
Korea(KC), USA(FCC), EU(CE)
ISO-18000-6C/EPC Global Class1 Gen2
100 ~ 200EA/Sec
MAX. +30 dBm(1 Watt), 
Can be controlled by 1dBm
29,000 EA (192Bit)

RFID
Reader
Antenna
Frequency

Protocol
Anti-collision
Output

Store the Tag ID

1.3” White OLED LCD
RFID work, BT work, status of charging
Power, RFID, Menu
Max.(78dB), Normal(70dB), Min.(62dB), 
Mute, Vibration

Human Interface
Display
Status LED
Button
Buzzer/Vibration

USB 2.0, Virtual com port
Bluetooth class2 V2.0+EDR, SPP profile/ 
BLE 4.0

Communication
USB
Bluetooth

ACCESSORIES

260 (W) x 110 (D) x 40 (H) mm
ABS
Max 240g (Include battery)
-20 ~ 80℃

Input: AC 100 ~ 240V, 50~60Hz, 0.35A
Output: Micro USB DC 5V, 2.0A/
3 hours are needed for full charging.

Etc.
Dimensions 
materials
Weight
Operating
temperature
Charger

* Product specifications and design are subject to change without notice.
  (Product Development In Process)

Long range


